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New Delhi/Mumbai: The union's Transport Ministry's decision to allow trucks up to 25 percent more weight than before will have implications for commodity prices, road traffic and safety, in addition to truck sales and freight prices, stakeholders and industry experts said. Under the new standards - which the government
says will reduce logistics costs by 2%- the gross weight of the vehicle (GVW) for a two-axle truck (two wheels in the front axle and four wheels at the rear) has been raised from 16.2 tonnes to 18.5 tonnes; for three-axle trucks from 25 tonnes to 28.5 tonnes; and for trucks with five axles from 37 tonnes to 43.5 tonnes.
Union Transport Minister Nitin Gadkari said the move would help reduce transport costs and therefore the price of raw materials. The overload is very unbridled and the move will help to stop it. Gadkari said the move would help reduce corruption and overload. Now we will very strictly enforce the rules of overload. We
also ask states to enforce anti-overload provisions and not allow the movement of any overloaded vehicle until excess cargo is removed. He said the shaft loads were last notified in 1983. He added that a consultation would be issued soon to address the various issues. We made the decision with the consultation of all
stakeholders, Gadkari said. Freight prices will be lowering, though not immediately, but subsequently safe, said P.C. Sharma, chief executive officer of logistics company TCI Express. According to Sharma, normal transport will have an immediate impact, while truck trailers will take time to demonstrate the impact.
Allowing more weight on the same size of container cargo trucks will have no impact until the government notifies new sizes for containers, Sharma said. He noted that the notice has certain ambiguities, primarily on fitness certificates. A fitness certificate is obtained once a year. The notice does not clarify whether the
new certificate will be obtained after the order date, i.e. 16. Central Roads Research Institute director Satish Chandra said increasing the load would reduce road life. Indian roads are made bearing in mind the standard axle loads. New national and state highways along with highways can be built using new standards,
but for existing roads life will be reduced by an average of a year. For example, if the road requires the relaying of carpets (laying the surface) for five years, with new standards, it will be reduced to four years. A senior government official on condition of anonymity agreed with Chandra. He said 60 per cent of roads would
develop cracks or wear out if new axle loads were allowed to be on them. He added that the move would raise concerns for passenger safety on the roads because Indian drivers are not trained to transport huge loading trucks. Tata Motors said the company is studying the notice with regard to engineering and
certification implications. Vinod Dasari, chief executive (MD) and chief executive (CEO) at Ashok Leyland Ltd, the country's second-largest commercial vehicle manufacturer, said the decision at the moment was confusing, adding that it might be better to implement it preferably with BS-VI standards. Another obstacle is
the absence of suitablely designed tyres that will take at least a year to develop. I'm told that the logic of doing so is that the vehicles were overloaded anyway, and the penalties will be far more severe when implemented. If this is the case, then there should be no impact on the quantities. In fact, there could be positive
amounts because buyers sitting on the fence will now see a legal way of earning. The industry could get a timeframe for complying with the new standards. Currently, none of the manufacturers have 55-ton trucks, Said Vinod Aggarwal, MD and chief executive of Volvo Eicher Commercial Vehicles Pvt. Ltd. Malyaban
Ghosh in New Delhi contributed to this story. Details on topics News Author: Naveen Arul 18 July 2018 18 July 2018 {data-social} MoRTH informs about the increase in truck axle load; SIAM welcomes the move, cautiously the Ministry of Road and Highways (MoRTH) today issued a notice regarding the increase in the
permitted cargo of the axle of the truck in the country. According to the amended rules, the maximum safety axle weight of each axle type for the transport of vehicles other than motor cabs is increased by 20 to 25 %. The amendment also establishes that the gross weight of the vehicle (GVW) will not exceed the total
permissible weight of the safe axle. GVW shall also not exceed 49 tonnes in the case of solid vehicles and 55 tonnes in the case of semi-hinged trailers and trailers other than modular hydraulic trailers. The maximum safety axle weight for each category of the transport vehicle can be found below: Fig. No. Axle type
Maximum safety axle Weight 1. Single Axle 1.1 Single Single One-Tire Axle 3.0 tonnes 1.2 single axle with two tyres 7.5 tonnes 1.3 individual axles with four tyres 11.5 tonnes* 2. Tandem Axles (Two axles) (where the distance between two axles is less than 1.8 metres) 2.1 Tandem axles for rigid vehicles, trailers and
semi-trailers 21 tonnes* 2.2 Tandem axles for puller tractors for hydraulic and pneumatic trailers 28.5 tonnes 3. Three axles (Three axles) (where the distance between the outer axles is less than 3 meters) 3.1 Three axles for rigid vehicles, trailers and semi-trailers 27 tonnes* 4. Shaft Row (two axles with four tyres) in
modular hydraulic trailers of 18 tonnes (9-ton load must be allowed for one axle) *If the vehicle is equipped with a pneumatic suspension, an additional load of 1 tonne shall be permitted for each axle. The Society of Indian Automobile Manufacturers (SIAM) said this increase in the maximum permissible axle load on trucks
is a move in the right direction, which will efficiency efficiency transport in the country. However, in the absence of proper implementation of the assessed load compliance in this area, the prevailing road overload practices could pose serious threats to road safety, which may require the government to issue appropriate
advice for better clarity. This notification subtracts the current CMVR table of tyres and the axle combination in relation to the permitted GVW. However, the notice also raises some concerns about safety, applicable date of change and readiness of the supply chain, SIAM noted. SiAM said existing vehicles on the road
were not certified for safety with higher axle loads. Therefore, this provision should not allow existing vehicles with higher loads, as they would otherwise be the same as the legalisation of the erroneous practice of vehicle overload. These overloaded vehicles may not be able to meet mandatory braking and steering
requirements, leading to road safety concerns. The new standards should only apply to new vehicles certified by test agencies from a safety point of view, the industry body noted. Notice of higher vehicle loads will also require upgraded tyres and new axle specifications for which the supply chain should also be
equipped, the SIAM note. In addition, the absence of an implementation date for this notification would also be a hindrance to industry. Siam said that as the development of bs vi vehicles is in full swing, OEMs and supply chain will take some time to upgrade product design and certify these new vehicles. It informed that
on 1 April 2020, which is consistent with the introduction of the BS VI vehicle, it would be more appropriate for that proposal to enter into force. Nitin Gadkari, minister of road transport and highways, maritime transport, water resources, river development and ganga rejuvenation, said the decision was taken to help
increase the transport capacity of goods and reduce logistical costs. The amendment would increase the transport capacity of freight vehicles by about 20-25 percent and reduce logistics costs by about 2 percent, he added. Gadkari further said that while automotive technology and road building have improved
significantly over the years, axis loads have remained the same since 1983. Dr Abhay Firodia, president of SIAM, said that higher axle loads are allowed globally, allowing for greater efficiency in the goods transport industry. Lower axle loads and lower vehicle speeds are allowed in India due to the inability of road and
road infrastructure to support higher loads or speeds, he added. Firodia noted that modernizing India's roads and highways makes it natural for the government to look at greater capacity to carry cargo in trucks. New Delhi: The government announced two amendments on Tuesday to new axe load standards, giving relief
to players in the industry as they will not have to redesign existing ones According to issued by the Ministry of Road Transport and Highways, the maximum safety axle weight in the vehicle of the individual two-tile axle was changed from 7.5 tonnes to 7 tonnes. In addition, the notice clarifies that vehicles that have
received approval from the Association for Automotive Research of India (ARAI) prior to 16 October 2014 are not included in the data. The payload for other categories of multi-axle trucks has also been increased. On 16 October 2013, the government announced that it would be The gross weight of the two-axle truck
vehicle (two wheels in the front axle and four wheels at the rear) increased to 18.5 tonnes from the existing 16.2 tonnes, increasing the payload by just over 20 percent. Similarly, the gross weight of the vehicle for the three-axle truck increased to 28.5 tonnes from 25 tonnes. For a five-axle truck, the vehicle weight
increased from 37 tonnes to 43.5 tonnes, increasing the payload by more than 25%. Payload capacity by more than 25 percent. The payload for other categories of multi-axle trucks has also been increased. For tractor-trailers, the limit is increased by 36 percent. Also read: Increasing axle load brings uncertainty, margin
pressure for Ashok Leyland Norms were last updated in 1988. With the new standards in place, the commercial vehicle sector is expected to see a sharp slowdown in growth as new axle standards will create additional load capacity and hit demand. He also appears to be militarily milieu against moves to strictly enforce
restrictions to combat the dangerous overload that is widespread in the transport business. Road Transport Minister Nitin Gadkari increased the capacity range of existing fleets by decision, causing consumption -- industrial or consumer -- demand for the next three years. This could potentially mean the loss of Rs 9,000
crore for the commercial vehicle industry over the next three years and the loss of Rs 2,500 crore for the Exchequer. Industry players say replacement demand, which accounts for at least 25-30 percent of monthly sales for vehicle manufacturers, could dry up immediately. But government officials say the move will not hit
demand for commercial vehicles, since the standards would only apply to vehicles made after the legal order was implemented. Implemented.
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